
EURO MN2

Product data
General Information Photometric
Product family code EURO MN2 24°
Housing Material Cast Aluninium
Housing Color White, Black
Mechanism Fixed/Adjustable
LED Light Source Bridgelux/Luminus/Lumileds COB
Color Temperature 2700K/3000K/4000K
CRI 80/90
Life Span 50,000hrs
Ingress Protection IP20/IP44 (Bottom) 15°
Driver HF (Fixed), HFX (DALI)

3-9W (2.3"), 3-15W (3"), 15-25W (4"),
15-25W (5"), 20-35W (5.4")

Lumens Output 200lm - 2200lm
Beam Angle 15°/24°/36°/50°
Power Factor > 0.9
Operating Temperature  0C to +25C

Ø60xH75 (2.3"), Ø84xH65/94/116 (3"),
Ø105xH135 (4"), Ø130xH135 (5"),
Ø138xH162 (5.4")
Ø55 (2.3"), Ø75 (3"), Ø95 (4"/5"),
Ø125 (5.4")

Note: Specification are subject to change without prior notice

Power

Cut-Out (mm)

Dimension



EURO MN2Q

Product data
General Information Photometric
Product family code EURO MN2Q 24°
Housing Material Cast Aluninium
Housing Color White, Black
Mechanism Fixed/Adjustable
LED Light Source Bridgelux/Luminus/Lumileds COB
Color Temperature 2700K/3000K/4000K
CRI 80/90
Life Span 50,000hrs
Ingress Protection IP20/IP44 (Bottom) 15°
Driver HF (Fixed), HFX (DALI)
Power 5-12W (3"/4"), 15-25W (4.3"/5")
Lumens Output 200lm - 2200lm
Beam Angle 15°/24°/36°/50°
Power Factor > 0.9
Operating Temperature  0C to +25C

86x86xH98 (3"), 101x101xH98 (4"),

Cut-Out (mm) 75x75 (3"/4"), 95x95 (4.3"/5")

Note: Specification are subject to change without prior notice

Dimension 110x110xH147 (4.3"), 130x130xH147 (5")



EURO MN2 GBx2

Product data
General Information Photometric
Product family code EURO MN2 GBx2 24°
Housing Material Cast Aluninium
Housing Color White, Black
Mechanism Fixed/Adjustable
LED Light Source Bridgelux/Luminus/Lumileds COB
Color Temperature 2700K/3000K/4000K
CRI 80/90
Life Span 50,000hrs
Ingress Protection IP20/IP44 (Bottom) 15°
Driver HF (Fixed), HFX (DALI)
Power 5Wx2 - 25Wx2
Lumens Output 390lm - 3200lm
Beam Angle 15°/24°/36°/50°
Power Factor > 0.9
Operating Temperature  0C to +25C
Dimension 163.5x86xH98, 210x110xH147
Cut-Out (mm) 155x75, 195X95

Note: Specification are subject to change without prior notice



MOON MN2

Product data
General Information Photometric
Product family code MOON MN2 36°
Housing Material Cast Aluninium
Housing Color White
Mechanism Fixed
LED Light Source Bridgelux/Luminus COB
Color Temperature 2700K/3000K/4000K
CRI 80/90
Life Span 50,000hrs
Ingress Protection IP20 60°
Driver HF (Fixed), HFX (DALI)
Power 3W - 40W
Lumens Output 230lm - 4300lm
Beam Angle 36°/60°
Power Factor > 0.9
Operating Temperature  0C to +25C

Ø84xH34 (3"), Ø105xH42 (4"),
Ø136xH50 (5"), Ø162xH58 (6"),
Ø213xH66 (8")
Ø75 (3"), Ø95 (4"), Ø125 (5"),
 Ø150 (6"), Ø200 (8")

Note: Specification are subject to change without prior notice

Cut-Out (mm)

Dimension
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